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ACTUAL SIZE

www.southco.com/M1

Finish Part Number

Chrome M1-2A-15-1

Black M1-2A-15-5

Ø 38 
(1.50)

22
(.87)

6 (.24)

47 (1.85)

Nut

Smooth knob

Housing

38
(1.50)

Alignment stem

Ø 26
(1.02)

12 (.47)

Thread
M32 x 1.5

V cam

Door thickness 
1.2 (.048) Minimum to 
19 (.75) Maximum 

Door

Frame

25.5
(1.00)

6 (.24)

5.2 (.2)

17.0 
(.67)

2.5
(.1)

7.5
(.3)

28
(1.1)

40
(1.57)

16
(.63)

2 (.08)

Use M5 or No.10 pan head
screws (not supplied)

Frame

Door thickness 
1.2 (.048) Minimum to 
19 (.75) Maximum 

27±1
(1.06±.04)

Keeper
Centerline of 
latch 14±2
(.55±.08)

Door

Ø 8.4±0.2 (.33±.01) 
Optional hole preparation

for alignment stem

30±0.2
(1.18±.01)
Optional

double“D”

Ø 32 
(1.25      )

+2
-0

+.03
 -.01 

14    
(.55      )

 +0.2
- 0

+.01
- 0

255 (10) Minimum to
Centerline of hinge*

*Radius for hinged doors.

Push To Pop Out Knob Pull Knob To Open

Closed

M1 Push-to-Close Latch
Pull-to-open 

• Single, round-hole   
 installation
• Flush pop out knob
• Corrosion-resistant   
 materials 

Material and Finish
PC/ABS, black or chrome plated

Performance Details
Max. working load: 310 N (70 lbf)

Operating temperature range: 
-30ºC (-22ºF) to 60ºC (140ºF)

Flammability rating: UL94-HB

Installation Notes
Max. tightening torque on  
mounting nut: 4.2 Nm (37 inlbf)

Accessories
Replacement  Keeper 
Part number: M1-2A-9-105-41 

Installation

Keeper

Part Number
See table



Dimensions in millimeters (inch) unless otherwise stated

19.1
(.75)

6.4
(.25)

32
(1.25)

7.6
(.30)

5.3 (.21)

3.3
(.13)

14.3
(.56)

1.6
(.O6)

12.5 (.49)

ACTUAL SIZE
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Finish
Part Number

 Non-locking Locking

Chrome M1-2A-13-1 -

Black M1-2A-13-5 M1-2A-23-5

Nut
Housing

38
(1.50)

Metal keeper
Frame

30.3±1.5 
(1.19±.06)

Door

Ø 38 
(1.50)

12 (.47)

3.5
(.14)

Straight
cam

Door 
thickness 
1.2 (.048) Minimum to 
19 (.75) Maximum 

Fluted
knob

Ø 26
(1.02)

6 (.24)
22 (.87)

Grip

35±0.5
(1.38±.02)

Metal
keeper

42.5±1
(1.67±.04)

19±0.2
(.75±.01)

Use M5 or No.10 screws
(not supplied)

Centerline of latch
9.5±6 (.37±.25)

Frame

Door
Door

Ø 8.4±0.2 (.33±.01) 
Optional hole preparation

for alignment stem

30±0.2
(1.18±.01)
Optional

double“D”

Ø 32 
(1.25      )

+2
-0

+.03
 -.01 

14    
(.55      )

 +0.2
- 0

+.01
- 0

255 (10) Minimum to
Centerline of hinge*

*Radius for hinged doors.

Push To Pop 
Out Knob

Turn Knob 
To Open

Closed

Nut
Housing

38
(1.50)

Metal keeper
Frame

30.3±1.5 
(1.19±.06)

Door

Ø 38 
(1.50)

12 (.47)

3.5
(.14)

Straight
cam

Door 
thickness 
1.2 (.048) Minimum to 
19 (.75) Maximum 

Fluted
knob

Ø 26
(1.02)

6 (.24)
22 (.87)

Ø 38 
(1.50)

12 (.47)
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InstallationKeeper

M1 Push-to-Close Latch
Turn-to-open 

• Single, round-hole   
 installation
• Flush pop out knob
• Corrosion-resistant   
 materials 

Material and Finish
PC/ABS, black or chrome plated

Performance Details
Max. working load: 310 N (70 lbf)

Operating temperature range: 
-30ºC (-22ºF) to 60ºC (140ºF)

Flammability rating: UL94-HB

Installation Notes
Max. tightening torque on  
mounting nut:  
4.2 Nm (37 inlbf)

Accessories
Replacement  Keeper 
Part number: M1-519-4 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Part Number
See table

LockingNon-Locking


	07-Push to Close-EN 27
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